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See Detail on Standard
Detail Drawing HW/4.02
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Non-standard length or raked panels shall be provided where required.
The fencing shall be installed to a smooth, flowing alignment, and approved by the Project Manager prior to concreting around each post.
All guardrail to be BS 7818:1995, Steel to be Grade 43C, hot-dip galvanised to BS EN ISO 1461:2009. Welds to be 5mm to BS EN 1011-2:2001; surface welds to
be cleaned flush.
Pedestrian guardrail to be set back from the kerb as follows:
Speed limit 30 mph and below - 450mm
Speed limit 40 mph and above - 600mm
See Appendix 19/4 for painting requirements. Unless specified otherwise, the hoops and balls are to be finished in two coats of Ardenbrite Green/ Gold No.3 paint
and two coats of Ardenbrite Clear Glaze.
Other areas are to be black (B.S. ref. 00 E 53.).
All dimensions in mm.
All high visibility guardrail to be in accordance with patent No. 1585498.
The copyright in this design (OBG10) is owned by Hugh Logan Ltd.
If guardrail is erected over a service access box/ chamber then a lockable gate must be fabricated into the panel and a key provided to the emergency services.
For alternative high visibility guardrail for use along the highway, refer to Standard Detail Sheets HW/4.02 & 4.04.
Guardrail fencing can only be installed to minor gradients, in areas of excessive gradients the contractor is to advise the Project Manager if bespoke railing panels
are required, prior to commencement of works, in writing.
If the post legs can be manufactured so the offset under the rail is maintained, then the galvanised sleeve is not required.

100mm bed and surround
in concrete mix ST4.

100mm bed and surround

Galvanised sleeve 250mm deep:

Class 3 morta

in concrete mix ST4.
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